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Sl C2.5-C2.7 SITE PLAN DETAILS DRAINAGE SWALE @a  UTILITY PEDESTAL LOCATION
" & A1 O-AT 1 MAINTENANGE SHED LAYOUT CONTOUR (1 FOOT INTERVAL) NOTE: ALL TRAILER SITES TO HAVE NEW ELECTRIC SERVICE
’ ’ & CURB BOX/WATER SERVICE VALVE
A20 CABIN LAYOUT Aé‘: YARD HYDRANT TO BE REMOVED
C3.0-C3.1 CAMPSITE ACCESS ROAD PLAN AND PROFILE ® WATER METER
XS1-XS4 CAMPSITE ACCESS ROAD CROSS-SECTIONS ®
C4.0-C4.13 GRADING PLAN @ UnuTY PoLe
C5.0 WATER IMPROVEMENTS PLAN OVERVIEW < GUY WIRE
€5.1-C5.4 WATER LINE PLAN AND PROFILE & LGHT POLE A e o i
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C6.0 SEWER IMPROVEMENTS PLAN OVERVIEW BT TELEPHONE PEDESTAL FOR THE NENBER UTLTES: FToue
€6.1-C6.2 SEWER LINE PLAN AND PROFILE EVERGREEN TREE TO REMAIN WOl GROUP, NG, ASSUMES YO
S CVERGREEN TREE TO BE HARVESTED (HORZONTAL M VERTOAL) THE DXSTIG UTLTES
C62_C64 SEWER DETA”—S SHOWN ON THIS DRAWING H‘AVE BEEN PLOTTED
c7.0 EROSION CONTROL PLAN DECIDUOUS TREE TO REMAN o Howeich, e REaFONSIRUN O M
FIRE RING CONTRACTOR TO FIELD VERIFY THE LOCATION
C71 EROSION CONTROL DETAILS ® OF ALL UTILITIES PRIOR TO THE COMMENCEMENT
MAIL BOX OF ANY CONSTRUCTION ACTIVITIES.
E0.0-E4.2 ELECTRICAL PLAN AND DETAILS
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E5.0-E5.2 ELECTRICAL SPECIFICATIONS
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SCALE — FEET A0 LAKE w d
1) ALL WORK SHALL CONFORM TO THE MONTANA PUBLIC WORKS 5) CONTRACTOR TO VERIFY EXISTING CONDITIONS. PRIOR TO BIDDING rLAmE $
STANDARD SPECIFICATIONS, SIXTH EDITION, APRIL 2010. PROJECT. §
:
2) CONTRACTOR SHALL FIELD VERIFY THE LOCATION, SIZE, AND DEPTH 6) CONTRACTOR RESPONSIBLE FOR INSTALLING AND MAINTAINING ALL f it
OF ALL UTILITIES INCLUDING ALL SERVICES TO ALL PROPERTIES. EROSION CONTROL MEASURES, AND PROTECTING HAUL OFF /DRAG ON POLSON. é 50
THESE DRAWINGS MAY NOT SHOW ALL FACILITIES. THE DEPTHS OF ONTO ADJACENT PARKING AREAS AND PUBLIC RIGHTS OF WAY. N/ '-%
ALL EXISTING UTILITIES ARE UNKNOWN. BURIED UTILITIES SHOWN ON CONTRACTOR RESPONSIBLE FOR CLEANING ANY MATERIAL HAULED %) &% s
THIS SITE ARE BASED ON AVAILABLE RECORDS AND UTILITY LOCATOR  OFF /DRUG ONTO ADJACENT PARKING AREAS OR PUBLIC RIGHTS OF a
PAINT MARKS. CONTRACTOR SHALL PROTECT ALL EXISTING UTILITIES WAY{ A SURVEY CONTROL Higray 35 A
DURING CONSTRUCTION. " o
2) CONTRAGTOR SHALL OBTAIN ALL NECESSARY PERMITS FROM 7) SLOPE INFORMATION PRESENTED IN THIS PLAN SET IS BASED ON Number  Northing Easting Elevation Description g = $
BEST AVAILABLE MAPPING INFORMATION. EXISTING ELEVATIONS AT 1 841893.8000° 1310865.5400° 2897.790’ WGM OPC 3 !
MONTANA FISH, WILDLIFE & PARKS, STATE OF MONTANA, AND LAKE TIE IN POINTS AND AS—CONSTRUCTED FINISH FLOOR ELEVATIONS 2 841465.6500" 1310356.7000° 2905.380° WGM OPC g COVER SHEET
COUNTY. SHALL BE VERIFIED PRIOR TO INSTALLATION OF EXTERIOR ] , ) g 190’ 5 == g
- 3 842267.9400' 1310836.9000° 2950.190 WGM OPC — $ E K PROJECT: 15-07-16
IMPROVEMENTS.  NOTIFY ENGINEER IF DIFFERENT CONDITIONS ARE 3 841582.2200° 1310586 2600° 2898.270" WOM OPC 7 :
3) ALL CONCRETE AREAS ARE DESIGNED TO HAVE A 1.5% MAXIMUM FOUND. CONTRACTOR RESPONSIBLE FOR ENSURING POSITIVE ' , : 8 i 1/ . ' FILE No:  150716COVER.DWG
CROSS SLOPE UNLESS OTHERWISE SHOWN ON THE PLANS. DRAINAGE AND ADA COMPLIANCE FOR CONSTRUCTED IMPROVEMENTS. 18? gggégiggg, ggggggigg, ggg'zg, E‘S‘DT | FILE PATH
y 5 . 5 ) f { W:\PROJECTS\150716\CAD DATA\DESIGN
4) ALL MATERIALS AND WORKMANSHIP OF IMPROVEMENTS SHALL MEET 8) THIS PLAN IS TO BE USED TO ASSIST THE CONTRACTOR IN 102 841797.6700° 1310287.8400" 2976.640° WGM OPC | A LA\YOUT ! sm\w !
OR EXCEED ADA AS WELL AS STATE AND LOCAL REGULATIONS HORIZONTAL LOCATION DURING THE STAKING AND LAYOUT. IF THE 103 842316.1800° 1310619.9500" 2989.320 WGM OPC u SURVEYED: WGM GROUP
WHERE INDICATED ON THE PLANS. WHERE THERE IS A CONFLICT CONTRACTOR DISCOVERS ANY DISCREPANCY BETWEEN THE GIVEN G R O P DESIGN:  AS
BETWEEN THESE PLANS AND THE SPECIFICATIONS, OR ANY DATA AND THE INTENT SHOWED BY THE DRAWINGS, THE CONTRACTOR VICINITY MAP ENGINEERINGSSURVEYINGSPLANNING '
APPLICABLE STANDARD, THE HIGHER QUALITY STANDARD SHALL SHALL CONTACT THE ENGINEER FOR CLARIFICATION. 1111 EAST BROADWAY MISSOULA, MT 59802 E\E’SEEVE. SE(‘;
APPLY. TEL: 406-728-4611e FAX: 406.728-2476 DATE:  APRIL 28, 2017
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EXISTING CONDITIONS

PROJECT:  15-07-16
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LAYOUT: 11
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SCALE — FEET : a G R O UP SURVEYED: WGM GROUP
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GENERAL DEMOLITION NOTES:

1) NOT ALL EXISTING SITE CONSTRUCTION AND ELEMENTS ARE SHOWN ON DRAWING.

CONTRACTOR TO VISIT SITE DURING

LIGHT POLE AND
FOUNDATION TO BE
REMOVED BY OWNER
\_PRIOR TO CONSTRUCTION.

BIDDING AND FAMILIARIZE THEMSELVES WITH NEW CONSTRUCTION PLANS AND INCLUDE THE COST FOR ALL REQUIRED

DEMOLITION WITH HIS OR HER BID.

2

3

SHALL BE DISPOSED OF OFF SITE BY CONTRAGTOR
DEMOLITION NOTES:

A TREES TO BE CUT IN SEPARATE CONTRACT. REMOVE ROOT BALLS, NOT ALL TREES
TO BE DEMOLISHED ARE SHOWN. CONTRACTOR TO REMOVE ALL TREES THAT
CONFLICT WITH SITE IMPROVEMENTS. DISPOSE OF OFFSITE.

REMOVE 7,960 SF OF ASPHALT TO LIMITS SHOWN. ENSURE SMOOTH STRAIGHT
SAWCUT AT AREAS WHERE EXISTING ASPHALT IS TO REMAIN.

A REMOVE 660 SF OF CONCRETE SIDEWALK TO NEAREST JOINT.

TREE REMOVAL HAS BEEN DONE PRIOR TO THIS CONTRACT. EXISTING TREES TO
REMAIN AND BE PROTECTED DURING PROJECT. ANY EXPOSED TREE ROOTS DURING
CONSTRUCTION MUST BE PRUNED AND PROTECTED PER DIRECTION OF A
PROFESSIONAL ARBORIST OR QUALIFIED LANDSCAPER. DO NOT PULL ON ROOTS WITH
MACHINERY.

A OWNER TO REMOVE VAULT TOILETS PRIOR TO THE START OF PROJECT. DEMOLITION
NOT IN CONTRACT (NIC).

A DISCONNECT AND REMOVE EXISTING RV ELECTRICAL PEDESTALS. DISPOSE OF
OFF—SITE. PRESERVE BOAT DOCK PEDESTALS.

EXCAVATE AND REMOVE ALL YARD HYDRANTS AND DRINKING FOUNTAIN AT
CONNECTION TO WATER LINE. SALVAGE TO YARD HYDRANTS TO OWNER AND DISPOSE
OF DRINKING FOUNTAIN OFF—SITE. CUT AND CAP EXISTING WATER LINE AT TEE.
ABANDON WATER LINE IN PLACE.

REMOVE GRAVEL PAD AND REPLACE WITH TOPSOIL.

LAYOUT: c1.2
OWNER TO REMOVE AND RELOCATE EXISTING A—FRAME FENCE. NIC. y YARD HYDRANT TO BE REMOVED
QQ 20 20 0 G R D U P SURVEYED: WGM GROUP
REMOVE AND SALVAGE PIN-DOWN CURBS. COORDINATE WITH OWNER. REEC EIECTRIC PEDESTAL TO BE REMOVED N ————————————— DESIGN:  AS
ENGINEERING®SURVEYING®PLANNING DRAFT: EDI
TREE TO BE REMOVED 1111 EAST BROADWAY= MISSOULA, MT 59802 APPROVE: LG
CONTRACTOR TO REMOVE FIRE RINGS AND PICNIC TABLES AND SALVAGE FOR REUSE. * SCALE — FEET TEL: 406-728-4611a FAX: 406-728-2476 DATE:  APRIL 28, 2017

CONSULT WITH OWNER PRIOR TO DISPOSAL OF ANY LARGE BOULDERS ENCOUNTERED DURING EXCAVATION.

ALL DEMOLISHED/REMOVED MATERIAL AND EXCESS EXCAVATED MATERIAL NOT DESIGNATED FOR RE—USE OR SALVAGE

&REMOVE AND RELOCATE SIGNS. SEE SHT C2.1 FOR NEW LOCATIONS.
REMOVE LIGHT POLE AND FOUNDATION. SALVAGE LIGHT POLE TO OWNER.

COORD\NATE WITH OWNER FOR WOODSHED RELOCATION.
PROTECT EXISTING CURB STOP IN PLACE.

PROTECT EXISTING HOLDING TANK AND RV DUMP STATION IN PLACE.
REMOVE STRIPING (PAINT WITH BLACK PAINT).

CAP AND ABANDON EXISTING SEWER SERVICE LINE AT CONNECTION TO SEPTIC TANK.
CUT AND CAP SEWER SERVICE CONNECTIONS THREE-FEET BELOW GRADE.

REMOVE STRUCTURE AND SLAB—ON—-GRADE FOUNDATION AND DISPOSE OF OFF—SITE.
REMOVE AND SALVAGE CABLE GATE TO OWNER.
PRESERVE EXISTING FIRE RINGS.
PROTECT EXISTING SEPTIC TANK AND DRAINFIELD.

REMOVE KIOSK AND REINSTALL IN LOCATION SHOWN ON SHEET C2.2.

EX\ST\NC TENT PADS TO REMAIN.

NOT IN CONTRACT

ASPHALT REMOVAL AREA

JONATHAN L.
GASS

.,

WATER LINE TO BE ABANDONED

DEMOLITION

SEWER SERVICE TO BE ABANDONED

PLANS — LOWER LOOP

PROJECT:
FILE No:
FILE PATH

DRAINFIELD TO BE PRESERVED

15-07-16
150716DM.DWG

SEPTIC TANK TO BE PRESERVE
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GENERAL DEMOLITION NOTES:

TN
~-.QWNER TO REMOVE LIGHT

2
POLE-PRIOR TO START O )

| EX\ST\NG TENT PADS TO REMAIN.

TIIZ] ASPHALT REMOVAL AREA
w w W

************ WATER LINE TO BE ABANDONED

SEWER SERVICE TO BE ABANDONED
7777777777777777 DRAINFIELD TO BE PRESERVED

@ SEPTIC TANK TO BE PRESERVE
ﬁg'bQ YARD HYDRANT TO BE REMOVED
ELECTRIC PEDESTAL TO BE REMOVED

* TREE TO BE REMOVED

DEMOLITION WITH HIS OR HER BID.

SHALL BE DISPOSED OF OFF SITE BY CONTRACTOR.

DEMOLITION NOTES:

REMOVE 7,960 SF OF ASPHALT TO LIMITS SHOWN. ENSURE SMOOTH STRAIGHT SAWCUT AT AREAS WHERE EXISTING ASPHALT

IS TO REMAIN.

REMOVE 660 SF OF CONCRETE SIDEWALK TO NEAREST JOINT.

TREE REMOVAL HAS BEEN DONE PRIOR TO THIS CONTRACT. EXISTING TREES TO REMAIN AND BE PROTECTED DURING
PROJECT. ANY EXPOSED TREE ROOTS DURING CONSTRUCTION MUST BE PRUNED AND PROTECTED PER DIRECTION OF A

1) NOT ALL EXISTING SITE CONSTRUCTION AND ELEMENTS ARE SHOWN ON DRAWING. CONTRACTOR TO VISIT SITE DURING
BIDDING AND FAMILIARIZE THEMSELVES WITH NEW CONSTRUCTION PLANS AND INCLUDE THE COST FOR ALL REQUIRED

CONSULT WITH OWNER PRIOR TO DISPOSAL OF ANY LARGE BOULDERS ENCOUNTERED DURING EXCAVATION.

ALL DEMOLISHED /REMOVED MATERIAL AND EXCESS EXCAVATED MATERIAL NOT DESIGNATED FOR RE-USE OR SALVAGE

A TREES TO BE CUT IN SEPARATE CONTRACT. REMOVE ROOT BALLS, NOT ALL TREES TO BE DEMOLISHED ARE SHOWN.
CONTRACTOR TO REMOVE ALL TREES THAT CONFLICT WITH SITE IMPROVEMENTS. DISPOSE OF OFFSITE.

PROFESSIONAL ARBORIST OR QUALIFIED LANDSCAPER. DO NOT PULL ON ROOTS WITH MACHINERY.

A OWNER TO REMOVE VAULT TOILETS PRIOR TO THE START OF PROJECT. DEMOLITION NOT IN CONTRACT (NIC).
DISCONNECT AND REMOVE EXISTING RV ELECTRICAL PEDESTALS. DISPOSE OF OFF—SITE. PRESERVE BOAT DOCK PEDESTALS.

EXCAVATE AND REMOVE ALL YARD HYDRANTS AND DRINKING FOUNTAIN AT CONNECTION TO WATER LINE. SALVAGE TO YARD
HYDRANTS TO OWNER AND DISPOSE OF DRINKING FOUNTAIN OFF—SITE. CUT AND CAP EXISTING WATER LINE AT TEE. ABANDON

WATER LINE IN PLACE.
REMOVE GRAVEL PAD AND REPLACE WITH TOPSOIL.

OWNER TO REMOVE AND RELOCATE EXISTING A—FRAME FENCE. NIC.

REMOVE AND SALVAGE PIN-DOWN CURBS. COORDINATE WITH OWNER.

CONTRACTOR TO REMOVE FIRE RINGS AND PICNIC TABLES AND SALVAGE

REMOVE AND RELOCATE SIGNS. SEE SHT C2.1 FOR NEW LOCATIONS.

REMOVE LIGHT POLE AND FOUNDATION. SALVAGE LIGHT POLE TO OWNER.

) COORD\NATE WITH OWNER FOR WOODSHED RELOCATION.

PROTECT EXISTING CURB STOP IN PLACE.
PROTECT EXISTING HOLDING TANK AND RV DUMP STATION IN PLACE.

REMOVE STRIPING (PAINT WITH BLACK PAINT).

CAP AND ABANDON EXISTING SEWER SERVICE LINE AT CONNECTION TO

CONNECTIONS THREE—FEET BELOW GRADE.

REMOVE STRUCTURE AND SLAB—ON-GRADE FOUNDATION AND DISPOSE

REMOVE AND SALVAGE CABLE GATE TO OWNER.
PRESERVE EXISTING FIRE RINGS.
PROTECT EXISTING SEPTIC TANK AND DRAINFIELD.

REMOVE KIOSK AND REINSTALL IN LOCATION SHOWN ON SHEET C2.2.

SEPTIC TANK. CUT AND CAP SEWER SERVICE

DEMOLHHON PLANS LOWE

R LOOP
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KEYED NOTES - SITE PLAN

REMOVE AND RESET ALL SIGNS WITHIN PROJECT LIMITS AS REQUIRED TO
COMPLETE EXCAVATION AND PAVING OPERATIONS. COORDINATE NEW SIGN
PLACEMENT WITH ENGINEER.

4” WHITE STRIPE (TYPICAL)

OWNER TO RELOCATE SEWAGE HOLDING TANK WARNING LIGHT, AIR VENT,
AND ELECTRICAL/CONTROL WIRES PRIOR TO PROJECT. NOT IN CONTRACT.

INSTALL PIN DOWN CURB AT ALL PARKING STALLS PER DETAIL 5, SHEET
C2.5. EXISTING PIN DOWN CURB TO BE REUSED AS DIRECTED BY THE
ENGINEER.

@ RELOCATE GATE POSTS AND TIE-BACK POSTS. MATCH EXISTING
INSTALLATIONS. REPLACE FENCING AS REQUIRED.
@ REMOVE TREE STUMP IN ITS ENTIRETY, INCLUDING ROOT BALL. ALL TREES
WITHIN THE GRADING LIMITS SHALL BE REMOVED. NOT ALL TREES THAT MAY
NEED TO BE REMOVED HAVE BEEN PREVIOUSLY HARVESTED. ANY TREES
NEAR THE EDGE OF PAVEMENT SHALL BE PROTECTED TO THE EXTENT
POSSIBLE, AND ONLY REMOVED IF DEEMED NECESSARY TO COMPLETE THE
PROJECT.

8" WIDE WHITE PAINT

REFER TO SHEETS E0.0—E4.2 FOR ELECTRICAL PLANS

CONTRACTOR TO SAW CUT AND REPLACE 2 FT WIDE ASPHALT SECTION
ALONG NEW SIDEWALK, MINIMUM 1 FT WIDE ALONG EXISTING ASPHALT, AND
A MINIMUM OF 1 FT BEYOND DAMAGE RESULTING FROM EXCAVATION TO
PROVIDE A SMOOTH TRANSITION TO NEW ASPHALT. REPLACE ASPHALT WITH
A MINIMUM 4" THICKNESS MPWSS ASPHALT CONCRETE SURFACE COURSE
TYPE "B” OVER 12" MINIMUM THICKNESS MPWSS 3/4" MINUS BASE COURSE
OVER NATIVE SAND AND GRAVEL FILL MATERIAL COMPACTED TO 95%
AASHTO T—99 PROCTOR DENSITY. TACK COAT CUT EDGES AND CURB FACE
PRIOR TO PLACEMENT OF ASPHALT. ENSURE EXISTING DRAINAGE PATTERNS
ARE MAINTAINED.

N -
E\ZZ%E"”” TRAILS AND CABINS ARE _.

-2 =3

SAWCUT AND REMOVE EXISTING SIDEWALK TO EXISTING JOINT LINES. PROVIDE
MASTIC EXPANSION JOINT WHERE NEW SIDEWALK ABUTS EXISTING SIDEWALK.
PROVIDE 18" #4 REBAR PLACED ON 2-FOOT CENTER DRILLED 9” DEEP INTO
EXISTING SIDEWALK CONNECTION POINTS. SIDEWALK TO MATCH THICKNESS
AND GRADE OF EXISTING SIDEWALK OR GRADING POINTS AS SHOWN. ENSURE
ADA COMPLIANCE AND EXISTING DRAINAGE PATTERNS ARE MAINTAINED.

PROVIDED A 2’ WIDE 3/4" MINUS GRAVEL SHOULDER AT EDGE OF ASPHALT
(TYPICAL).

([ EXISTING TENT PADS TO REMAIN.

I CONSTRUCT CONCRETE ADA PICNIC TABLE & FIRE RING PAD PER

DIMENSIONS SHOWN ON DETAIL 4, SHEET C2.6 WITH THE CONCRETE SECTION
I SHOWN IN DETAIL 3, SHEET C2.5. ENSURE PAD IS IN COMPLIANCE WITH ADA

STANDARDS. ENSURE ALL SLOPES ARE LESS THAN 2% IN ALL DIRECTIONS.

24" WIDE WHITE STRIPE (TYPICAL)
(D EXISTING UNDERGROUND PRIMARY ELECTRICAL LINE TO BE RELOCATED IN
THIS AREA. LINE SHOWN IS APPROXIMATE. CONTRACTOR TO ENSURE

ADEQUATE BURY DEPTH IN WORK AREA. WORK TO BE COMPLETED BY
OTHERS. NOT IN CONTRACT.

SHEET C24 =

BID-SET
NOT FOR
CONSTRUCTION

DETAIL INDEX
SIGN BOLLARD DETAIL SIGNAGE DETAILS

ASPHALT SECTION MONO—SIDEWALK /ASPHALT CUTTING DETAIL TYPICAL PICNIC TABLE & FIRE RING LAYOUT DETAIL
SITE PLAN—-PROJECT OVERVIEW

ADA CAMPSITE CONCRETE SECTION ‘ ACCESSIBLE PARKING SPACES NATURAL SURFACE TRAIL DETAIL TN AT =T

' FILE No:  150716SP.DWG
TYPICAL SIDEWALK DETAIL GRAVEL TRAIL DETAIL SPEED HUMP DETAIL A W: \PROJECTS\150716\CAD DATA\DESIGN

‘ gy G ROUP e o oo
@ @y T @y T e s i e D
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LATRINE TO BE INSTALLED BY
OWNER PRIOR TO PROJECT. NIC.

NO CONSTRUCTION DISTURBANCE WITHIN 20' OF WAVE WALL

/

~ OWNER WILL INSTALL

TENT PAD. NOT IN~
TRACT.

LATRINE AND GRADING TO BE
INSTALLED-BY. OWNER-PRIOR TO
_PROJECT. NIC.

=CONTRACTORTQ RELCOATE KIOSK--._
AS SHOWN“ON SHEET C2.4:-._

~ DEMOLISH-CONCRETE "FOUNDATION-..__
“AND-DISPOSE 'OF. OFF—SITE:

KEYED NOTES - SITE PLAN

REMOVE AND RESET ALL SIGNS WITHIN PROJECT LIMITS OVER 12" MINIMUM THICKNESS MPWSS 3/4" MINUS BASE
AS REQUIRED TO COMPLETE EXCAVATION AND PAVING COURSE OVER NATIVE SAND AND GRAVEL FILL MATERIAL
OPERATIONS. COORDINATE NEW SIGN PLACEMENT WITH COMPACTED TO 95% AASHTO T—99 PROCTOR DENSITY.
ENGINEER. TACK COAT CUT EDGES AND CURB FACE PRIOR TO
PLACEMENT OF ASPHALT. ENSURE EXISTING DRAINAGE

4” WHITE STRIPE (TYPICAL) PATTERNS ARE MAINTAINED.

@ OWNER TO RELOCATE SEWAGE HOLDING TANK WARNING ’ SAWCUT AND REMOVE EXISTING SIDEWALK TO EXISTING
LIGHT, AIR VENT, AND ELECTRICAL/CONTROL WIRES JOINT LINES. PROVIDE MASTIC EXPANSION JOINT WHERE
PRIOR TO PROJECT. NOT IN CONTRACT. NEW SIDEWALK ABUTS EXISTING SIDEWALK. PROVIDE 18"

#4 REBAR PLACED ON 2—FOOT CENTER DRILLED 9”

@ INSTALL PIN DOWN CURB AT ALL PARKING STALLS PER DEEP INTO EXISTING SIDEWALK CONNECTION POINTS.
DETAIL 5, SHEET C2.5. EXISTING PIN DOWN CURB TO BE SIDEWALK TO MATCH THICKNESS AND GRADE OF
REUSED AS DIRECTED BY THE ENGINEER. EXISTING SIDEWALK OR GRADING POINTS AS SHOWN.

ENSURE ADA COMPLIANCE AND EXISTING DRAINAGE
@ RELOCATE GATE POSTS AND TIE-BACK POSTS. MATCH PATTERNS ARE MAINTAINED.
EXISTING INSTALLATIONS. REPLACE FENCING AS
REQUIRED. @ PROVIDED A 2 WIDE 3/4” MINUS GRAVEL SHOULDER AT
@ EDGE OF ASPHALT (TYPICAL).

.,

JONATHAN L.
GASS

REMOVE TREE IN ITS ENTIRETY, INCLUDING ROOT BALL.

ALL TREES WITHIN THE GRADING LIMITS SHALL BE @ EXISTING TENT PADS TO REMAIN. 14423PE
REMOVED. NOT ALL TREES THAT MAY NEED TO BE
%“EAEOSVENDE:‘RAVTEHEBEEEDNGEP%EFVE:%;EnggsAEDBAENY (@ CONSTRUCT CONCRETE ADA PICNIC TABLE & FIRE RING
PAD PER DIMENSIONS SHOWN ON DETAIL 4, SHEET C2.6
PROTECTED TO THE EXTENT POSSIBLE, AND ONLY WITH THE CONCRETE SECTION SHOWN IN DETAIL 3,
REMOVED IF DEEMED NECESSARY TO COMPLETE THE SHEET C2.5. ENSURE PAD IS IN. COMPLIANCE WITH ADA
PROJECT. STANDARDS. ENSURE ALL SLOPES ARE LESS THAN 2% IN

» ALL DIRECTIONS.
87 WIDE WHITE PAINT

SITE PLAN—DETAILED

REFER TO SHEETS E0.0—E4.2 FOR ELECTRICAL PLANS 24" WIDE WHITE STRIPE (TYPICAL)

@O

PROJECT: 15-07-16

CONTRACTOR TO SAW CUT AND REPLACE 2 FT WDE '~ EE‘SRT‘ET%C&NTESR‘%R%‘NSD ;@XAELEELSEF%W&% LINE 7O Vi FILE No:  — 150716SP.DWG
ASPHALT SECTION ALONG NEW SIDEWALK, MINIMUM 1 FT  ASPROXIMATE. WORK TO BE COMPLETED BY OTHERS. FILE PATH
WIDE ALONG EXISTING ASPHALT, AND A MINIMUM OF 1 NOT IN CONTRACT. CONTRACTOR TO ENSURE ADEQUATE A W \PROJECTS\150716\CAD DATA\DESIGN
FT BEYOND DAMAGE RESULTING FROM EXCAVATION TO BURY DEPTH IN WORK AREA LAYOUT: 2.1
PROVIDE A SMOOTH TRANSITION TO NEW ASPHALT. : G R O U P SURVEYED: WGM GROUP
REPLACE ASPHALT WITH A MINIMUM 4” THICKNESS  ({g) EXISTING TREES IN TRAIL ARE NOT SHOWN ON THE — DESIGN:  AS
MPWSS ASPHALT CONCRETE SURFACE COURSE TYPE "B PLANS. REMOVE TREES AND STUMPS AS NECESSARY, TO ENGINEERING®SURVEYINGePLANNING DRAFT: EDI

CONSTRUCT TRAIL AND ASSOCIATED GRADING. REMOVAL 1111 EAST BROADWAY< MISSOULA, MT 59802 APPROVE: LG

1S INCIDENTAL AND BID ITEM. TEL: 406-728-4611# FAX: 406.728-2476 DATE:  APRIL 28, 2017
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LATRINE TO BE INSTALLED BY
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KEYED NOTES - SITE PLAN

REMOVE AND RESET ALL SIGNS WITHIN PROJECT LIMITS AS REQUIRED TO
COMPLETE EXCAVATION AND PAVING OPERATIONS. COORDINATE NEW SIGN
PLACEMENT WITH ENGINEER.

(@ 4 WHITE STRIPE (TYPICAL)

@ OWNER TO RELOCATE SEWAGE HOLDING TANK WARNING LIGHT, AIR VENT,
AND ELECTRICAL/CONTROL WIRES PRIOR TO PROJECT. NOT IN CONTRACT.

INSTALL PIN DOWN CURB AT ALL PARKING STALLS PER DETAIL 5, SHEET
C2.5. EXISTING PIN DOWN CURB TO BE REUSED AS DIRECTED BY THE
ENGINEER.

40 RELOCATE GATE POSTS AND TIE-BACK POSTS. MATCH EXISTING
INSTALLATIONS. REPLACE FENCING AS REQUIRED.

REMOVE TREE STUMP IN ITS ENTIRETY, INCLUDING ROOT BALL. ALL TREES
WITHIN THE GRADING LIMITS SHALL BE REMOVED. NOT ALL TREES THAT MAY
NEED TO BE REMOVED HAVE BEEN PREVIOUSLY HARVESTED. ANY TREES
NEAR THE EDGE OF PAVEMENT SHALL BE PROTECTED TO THE EXTENT
POSSIBLE, AND ONLY REMOVED IF DEEMED NECESSARY TO COMPLETE THE
PROJECT.

@ & WDE WHITE PANT
(® REFER TO SHEETS E0.0-E4.2 FOR ELECTRICAL PLANS

@ CONTRACTOR TO SAW CUT AND REPLACE 2 FT WIDE ASPHALT SECTION
ALONG NEW SIDEWALK, MINIMUM 1 FT WIDE ALONG EXISTING ASPHALT, AND
A MINIMUM OF 1 FT BEYOND DAMAGE RESULTING FROM EXCAVATION TO
PROVIDE A SMOOTH TRANSITION TO NEW ASPHALT. REPLACE ASPHALT WITH
A MINIMUM 4" THICKNESS MPWSS ASPHALT CONCRETE SURFACE COURSE
TYPE "B” OVER 12" MINIMUM THICKNESS MPWSS 3/4" MINUS BASE COURSE
OVER NATIVE SAND AND GRAVEL FILL MATERIAL COMPACTED TO 95%
AASHTO T—99 PROCTOR DENSITY. TACK COAT CUT EDGES AND CURB FACE
PRIOR TO PLACEMENT OF ASPHALT. ENSURE EXISTING DRAINAGE PATTERNS
ARE MAINTAINED.

SAWCUT AND REMOVE EXISTING SIDEWALK TO EXISTING JOINT LINES. PROVIDE
MASTIC EXPANSION JOINT WHERE NEW SIDEWALK ABUTS EXISTING SIDEWALK.
PROVIDE 18" #4 REBAR PLACED ON 2—FOOT CENTER DRILLED 8" DEEP INTO
EXISTING SIDEWALK CONNECTION POINTS. SIDEWALK TO MATCH THICKNESS
AND GRADE OF EXISTING SIDEWALK OR GRADING POINTS AS SHOWN. ENSURE
ADA COMPLIANCE AND EXISTING DRAINAGE PATTERNS ARE MAINTAINED.

PROVIDED A 2’ WIDE 3/4” MINUS GRAVEL SHOULDER AT EDGE OF ASPHALT
(TYPICAL).

([ EXISTING TENT PADS TO REMAIN.

CONSTRUCT CONCRETE ADA PICNIC TABLE & FIRE RING PAD PER
DIMENSIONS SHOWN ON DETAIL 4, SHEET C2.6 WITH THE CONCRETE SECTION
SHOWN IN DETAIL 3, SHEET C2.5. ENSURE PAD IS IN COMPLIANCE WITH ADA
STANDARDS. ENSURE ALL SLOPES ARE LESS THAN 2% IN ALL DIRECTIONS.

24" WIDE WHITE STRIPE (TYPICAL)

@ EXISTING UNDERGROUND PRIMARY ELECTRICAL LINE TO BE RELOCATED IN
THIS AREA. LINE SHOWN IS APPROXIMATE. CONTRACTOR TO ENSURE
ADEQUATE BURY DEPTH IN WORK AREA. WORK TO BE COMPLETED BY
OTHERS. NOT IN CONTRACT.

. EXISTING TREES IN TRAIL ARE NOT SHOWN ON THE PLANS. REMOVE TREES

AND STUMPS AS NECESSARY, TO CONSTRUCT TRAIL AND ASSOCIATED
GRADING. REMOVAL IS INCIDENTAL AND BID ITEM.
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ENGINEER.

4” WHITE STRIPE (TYPICAL)

PRIOR TO PROJECT. NOT IN CONTRACT.

REUSED AS DIRECTED BY THE ENGINEER.

REQUIRED.

8" WIDE WHITE PAINT

REMOVE AND RESET ALL SIGNS WITHIN PROJECT LIMITS OVER 12" MINIMUM THICKNESS MPWSS 3/4” MINUS BASE -
AS REQUIRED TO COMPLETE EXCAVATION AND PAVING COURSE OVER NATIVE SAND AND GRAVEL FILL MATERIAL
OPERATIONS. COORDINATE NEW SIGN PLACEMENT WITH COMPACTED TO 95% AASHTO T—99 PROCTOR DENSITY.

OWNER TO RELOCATE SEWAGE HOLDING TANK WARNING ‘ SAWCUT AND REMOVE EXISTING SIDEWALK TO EXISTING
LIGHT, AIR VENT, AND ELECTRICAL/CONTROL WRES JOINT LINES. PROVIDE MASTIC EXPANSION JOINT WHERE

INSTALL PIN DOWN CURB AT ALL PARKING STALLS PER DEEP INTO EXISTING SIDEWALK CONNECTION POINTS.
DETAIL 5, SHEET C2.5. EXISTING PIN DOWN CURB TO BE SIDEWALK TO MATCH THICKNESS AND GRADE OF

RELOCATE GATE POSTS AND TIE-BACK POSTS. MATCH PATTERNS ARE MAINTAINED.
EXISTING INSTALLATIONS. REPLACE FENCING AS

REMOVE TREE IN ITS ENTIRETY, INCLUDING ROOT BALL.

ALL TREES WITHIN THE GRADING LIMITS SHALL BE
REVIOVED. NOT AL TRECS THAT WAV NErD To e @ EXISTNG TENT PADS TO REMAN.
REMOVED HAVE BEEN PREVIOUSLY HARVESTED.ANY

CONSTRUCT CONCRETE ADA PICNIC TABLE & FIRE RING
IREES NEAR THE EDCE OF PAVEMENT SHALL BE & PAD PER DIMENSIONS SHOWN ON DETAIL 4, SHEET C2.6
PROTECTED TO THE EXTENT POSSIBLE, AND ONLY WITH THE CONCRETE SECTION SHOWN IN DETAIL 3,
REMCVED IF DEEMED NECESSARY TO COMPLETE THE SHEET C2.5. ENSURE PAD IS IN COMPLIANCE WITH ADA

REFER TO SHEETS E0.0—E4.2 FOR ELECTRICAL PLANS

SITE -PREP,_EXCAVATION, AND

BACKFILLING PER DRAWINGS “AND-

TACK COAT CUT EDGES AND CURB FACE PRIOR TO
PLACEMENT OF ASPHALT. ENSURE EXISTING DRAINAGE
PATTERNS ARE MAINTAINED.

NEW SIDEWALK ABUTS EXISTING SIDEWALK. PROVIDE 18"
#4 REBAR PLACED ON 2—-FOOT CENTER DRILLED 9”

EXISTING SIDEWALK OR GRADING POINTS AS SHOWN.
ENSURE ADA COMPLIANCE AND EXISTING DRAINAGE

@ PROVIDED A 2 WIDE 3/4" MINUS GRAVEL SHOULDER AT
EDGE OF ASPHALT (TYPICAL).

STANDARDS. ENSURE ALL SLOPES ARE LESS THAN 2% IN~
ALL DIRECTIONS.

24" WIDE WHITE STRIPE (TYPICAL)

CONTRACTOR TO SAW CUT AND REPLACE 2 FT WDE ' Gt R oot i e A e o s N 1O
ASPHALT SECTION ALONG NEW SIDEWALK, MINIMUM 1 FT  a5prosie e ek’ 1o BE COMPLETED BY OTHERS.
WIDE ALONG EXISTING ASPHALT, AND A MINIMUM OF 1 NOT IN_ CONTRACT. CONTRACTOR TO ENSURE ADEQUATE
FT BEYOND DAMAGE RESULTING FROM EXCAVATION TO BURY DEPTH 1N WORK AREA

PROVIDE A SMOOTH TRANSITION TO NEW ASPHALT. :

REPLACE ASPHALT WITH A MINIMUM 4" THICKNESS EXISTING TREES IN TRAIL ARE NOT SHOWN ON THE

MPWSS ASPHALT CONCRETE SURFACE COURSE TYPE "B" ™ PLANS. REMOVE TREES AND STUMPS AS NECESSARY, TO

CONSTRUCT TRAIL AND ASSOCIATED GRADING. REMOVAL
IS INCIDENTAL AND BID ITEM. {
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CONTRACTOR
__RELOCATE EXISTNG  TYP|
“KIOSK, INSTALL KIOSK-~—
ON_MINIMUM_4'x12'x6"
<THICKNESS CONCRETE--
BAD .

KEYED NOTES - SITE PLAN

REMOVE AND RESET ALL SIGNS WITHIN PROJECT LIMITS AS REQUIRED TO
COMPLETE EXCAVATION AND PAVING OPERATIONS. COORDINATE NEW SIGN
PLACEMENT WITH ENGINEER.

TO5 SUPPLY LATRINE-ASSEMBLY __

CLUDING DELIVERY,_AND LATRINE

~——SEFTING.- CONTRACTOR TO PROVIDE.

SITE PREP, “EXCAVATION, AND

“BACKEILLING PER DRAWINGS "ANB-.____
“SPE:

4” WHITE STRIPE (TYPICAL)

OWNER TO RELOCATE SEWAGE HOLDING TANK WARNING LIGHT, AIR VENT,
AND ELECTRICAL/CONTROL WIRES PRIOR TO PROJECT. NOT IN CONTRACT.

INSTALL PIN DOWN CURB AT ALL PARKING STALLS PER DETAIL 5, SHEET
C2.5. EXISTING PIN DOWN CURB TO BE REUSED AS DIRECTED BY THE
ENGINEER.

RELOCATE GATE POSTS AND TIE-BACK POSTS. MATCH EXISTING
INSTALLATIONS. REPLACE FENCING AS REQUIRED.

REMOVE TREE STUMP IN ITS ENTIRETY, INCLUDING ROOT BALL. ALL TREES
WITHIN THE GRADING LIMITS SHALL BE REMOVED. NOT ALL TREES THAT MAY
NEED TO BE REMOVED HAVE BEEN PREVIOUSLY HARVESTED. ANY TREES
NEAR THE EDGE OF PAVEMENT SHALL BE PROTECTED TO THE EXTENT
POSSIBLE, AND ONLY REMOVED IF DEEMED NECESSARY TO COMPLETE THE
PROJECT.

8" WIDE WHITE PAINT
REFER TO SHEETS E0.0—E4.2 FOR ELECTRICAL PLANS

CONTRACTOR TO SAW CUT AND REPLACE 2 FT WIDE ASPHALT SECTION
ALONG NEW SIDEWALK, MINIMUM 1 FT WIDE ALONG EXISTING ASPHALT, AND
A MINIMUM OF 1 FT BEYOND DAMAGE RESULTING FROM EXCAVATION TO
PROVIDE A SMOOTH TRANSITION TO NEW ASPHALT. REPLACE ASPHALT WITH
A MINIMUM 4" THICKNESS MPWSS ASPHALT CONCRETE SURFACE COURSE
TYPE "B" OVER 12" MINIMUM THICKNESS MPWSS 3/4” MINUS BASE COURSE
OVER NATIVE SAND AND GRAVEL FILL MATERIAL COMPACTED TO 95%
AASHTO T—=99 PROCTOR DENSITY. TACK COAT CUT EDGES AND CURB FACE
PRIOR TO PLACEMENT OF ASPHALT. ENSURE EXISTING DRAINAGE PATTERNS
ARE MAINTAINED.

SAWCUT AND REMOVE EXISTING SIDEWALK TO EXISTING JOINT LINES. PROVIDE
MASTIC EXPANSION JOINT WHERE NEW SIDEWALK ABUTS EXISTING SIDEWALK.
PROVIDE 18" #4 REBAR PLACED ON 2—FOOT CENTER DRILLED 9" DEEP INTO
EXISTING SIDEWALK CONNECTION POINTS. SIDEWALK TO MATCH THICKNESS
AND GRADE OF EXISTING SIDEWALK OR GRADING POINTS AS SHOWN. ENSURE
ADA COMPLIANCE AND EXISTING DRAINAGE PATTERNS ARE MAINTAINED.

_SHT A1.0 & &
FOR MAINTENANC
SHED LAYOUT DETALLS._

PROVIDED A 2’ WIDE 3/4” MINUS GRAVEL SHOULDER AT EDGE OF ASPHALT
(TYPICAL).

EXISTING TENT PADS TO REMAIN.

CONSTRUCT CONCRETE ADA PICNIC TABLE & FIRE RING PAD PER
DIMENSIONS SHOWN ON DETAIL 4, SHEET C2.6 WITH THE CONCRETE SECTION
SHOWN IN DETAIL 3, SHEET C2.5. ENSURE PAD IS IN COMPLIANCE WITH ADA
STANDARDS. ENSURE ALL SLOPES ARE LESS THAN 2% IN ALL DIRECTIONS.

24" WIDE WHITE STRIPE (TYPICAL)

EXISTING UNDERGROUND PRIMARY ELECTRICAL LINE TO BE RELOCATED IN
THIS AREA. LINE SHOWN IS APPROXIMATE. CONTRACTOR TO ENSURE
ADEQUATE BURY DEPTH IN WORK AREA. WORK TO BE COMPLETED BY
OTHERS. NOT IN CONTRACT.

’ EXISTING TREES IN TRAIL ARE NOT SHOWN ON THE PLANS. REMOVE TREES
AND STUMPS AS NECESSARY, TO CONSTRUCT TRAIL AND ASSOCIATED
GRADING. REMOVAL IS INCIDENTAL AND BID ITEM.

"POTENTIAL TEMPORARY-HAUL ROAD LOCATION.

ROAD TO BE CONSTRUCTED TO AVOID DAMAGE ‘FO..__

AN

BID-SET.
NOT FOR
CONSTRUCTION

27
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SIGN POST

4" CONCRETE SIDEWALK

a

POURED IN PLACE CONCRETE

/ 1\SIGN BOLLARD DETAIL
@ NO SCALE

3" THICKNESS MPWSS HOT MIX
ASPHALT COURSE TYPE °B’

2" OF 3/4" MINUS GRAVEL

2 SHOULDER (TYP)
a4 <4 a da

4" THICKNESS MPWSS M4000

CONCRETE PER MONTANA
/ PUBLIC WORKS.

a 2 “a

6" THICKNESS MPWSS 3/4" MINUS 8 FEET

A S A S A S A S A S A=A <,
s I

CRUSHED BASE COURSE COMPACTED
TO 98% ASTM D698

OS00-0 0000

()0

\\/\\\//\/\\\/\/\\/\//\//[\///\///\///\///\/ PROOF ROLL ALL SUBGRADE AREAS. OWNER'S

REPRESENTATIVE SHALL BE PRESENT TO OBSERVE PROOF

AT

N

6" THICKNESS MPWSS 3/4” MINUS
CRUSHED BASE COURSE COMPACTED
TO 98% ASTM D698

/2 \ASPHALT SECTION

S
ROGQLRARIIIRREN,

ROLLING. UNSTABLE AREAS SHALL BE REPAIRED.

NOTE: CONTRACTOR TO PROVIDE CONCRETE SAMPLES FOR AIR ENTRAINMENT

AND SLUMP. CONTRACTOR TO PROVIDE TEST CYLINDERS TO ENSURE STRENGTH REQUIREMENTS
ARE MET PER SPECIAL PROVISIONS. NEW SURFACE IS TO HAVE BROOMED FINISH AND BE
UNIFORM IN COLOR AND TEXTURE AS NEWLY PLACED SIDEWALK. CONTRACTOR WILL PROVIDE
PRODUCT INFORMATION, APPLICATION INSTRUCTIONS, SURFACE PREPARATION INSTRUCTIONS AND
EXPERIENCE USING THE PRODUCT TO THE ENGINEER FOR APPROVAL.

SCARIFY, MOISTURE CONDITION, AND RECOMPACT TOP 12”
OF SUBGRADE TO 98% AASHTO T-99 PROCTOR DENSITY.
PROOF ROLL ALL SUBGRADE IN PRESENCE OF ENGINEER OR
OWNERS REPRESENTATIVE PRIOR TO PLACING GRAVEL

@ NO SCALE

PIN-DOWN CURBS TO BE SALVAGED FROM EXISTING PARKING
AREAS ON—SITE AS NECESSARY. COORDINATE WITH PROJECT
OFFICER FOR NUMBER OF PIN-DOWN CURBS TO BE SALVAGED
DURING DEMOLITION PHASE.

EDGE OF ASPHALT \

2.5" AT PARKING STALLS AND
NORTH AND WEST FAC\NGﬁ
CAMPSITES. 11" AT EAST

FACING CAMPSITES. 1.5 WHERE

USED AS PERIMETER BARRIERS

PINDOWN CURB

PARKING STRIPE

PLAN VIEW OF PINDOWN PLACEMENT

CURB SHALL BE ANCHORED TO ASPHALT
WITH 2 NO. 5 X 18" REBAR

ISOMETRIC VIEW

/3\PIN DOWN CURB

2

SEE SITE PLAN FOR DIMENSIONS

NO SCALE

2" MINIMUM

TACK COAT FACE OF
EXISTING ASPHALT
SURFACE AND FRONT
FACE OF CURB/GUTTER

[

EXISTING ASPHALT
FACE

NO SCALE

(3 \ADA CAMPSITE CONCRETE SECTION

. A
LONGITUDINAL JOINTS o w8 FeANEL SHALL BH[AS - o
REQUIRED IF WIDTH EXCEEDS NEAR SQUARE.AR -, = 3
° [ rossiLE PRI | BT
a - a 4 - M
,4 RN R | B

MASTICS MUST BE FULL DEPTH

AND PINNED IN PLACE BEFORE POURING CONTRAC'{ON JOINTS 3/4” MIN DEPTH

a* R o 4

< 4 . <

EXPANSION JOINTS NOT REQUIRED BETWEEN CURB AND SIDEWALK

4" FOR SIDEWALKS

\_.’/l VAR\E;//—«
1/4” PER 1'_CROSS SLOPE (2%) MAX
a <
P P B .
47" SELECT CRUSHED, BASE, COMPACTED TO_95% DENSITY

RN

OF SU > N
SRR R N RRIRRRU
NN RO BN NN NI

MINIMUM OF SIX (6”) OF SUBGRADE SHALL BE COMPACTED TO 95% PROCTOR DENSITY.

1.
2. MINIMUM OF FOUR (4”) OF SELECT CRUSHED BASE SHALL BE COMPACTED TO 95% PROCTOR DENSITY.
3. MINIMUM OF FOUR (4") OF CONCRETE SIDEWALK (TYPICAL),
4. REFER TO GEOTECH REPORT FOR SUBGRADE PREPARATION REQUIREMENTS.
5. CONTRACTION JOINTS SHALL BE SPACED SO AS TO FORM AS NEAR SQUARE PANEL AS POSSIBLE, NO SINGLE
PANEL SHALL EXCEED EIGHT (8') FEET ON ANY SIDE.
6. CONTRACTION JOINTS SHALL BE ONE—FOURTH (1/4) THE CONCRETE THICKNESS OR A MINIMUM OF ONE (1")
INCH DEEP.
7. EXPANSION JOINTS OF ONE—HALF (1/2”) INCH THICK MASTIC MATERIAL SHALL BE PLACED AT THE
FOLLOWING LOCATIONS:
7.1 EVERY 50 FEET OF UNINTERRUPTED SIDEWALK.
7.2 P.C.S AND P.T.S OF CURVES
19" 7.3 GRADE BREAKS
7.4 RESIDENTIAL DRIVEWAYS SIX (6") INCH DEEP MASTIC SHALL BE INSTALLED AT THE TOP OF THE
RESERVED TRANSITION ON BOTH SIDES AND SHALL BE PINNED IN PLACE BEFORE POURING
PARKING 7.5 COMMERCIAL DRIVEWAYS EIGHT (8”) INCH DEEP MASTIC SHALL BE INSTALLED AT THE TOP OF THE
TRANSITION ON BOTH SIDES AND SHALL BE PINNED IN PLACE BEFORE POURING.
VAN ACCESSIBLE LABEL 7.6 AT OTHER LOCATIONS AS SPECIFIED BY ENGINEER
FOR NORTHERN ACCESSIBLE 7.7 ALL EXPANSION JOINTS SHALL BE PLACED FLUSH OR JUST BELOW TOP FINISHED SURFACE OF
SIGN ONLY SIDEWALK.
7.8 ALL EXPANSION JOINTS SHALL BE FULL DEPTH AND PINNED IN PLACE BEFORE THE FORMS WLL BE
VAN APPROVED.
ACCESSIBLE 8. FINISHED SIDEWALK SURFACE SHALL HAVE MEDIUM—TO—HEAVY BROOM TEXTURE.
SEE PLAN FOR SIGN
TYPE AND SIZE
/a\TYPICAL SIDEWALK DETAIL
- @ NO SCALE
ALL NEW SIGN FACES TO BE PROVIDED BY OWNER
5"
ALL SIGNS MUST MEET MANUAL ON UNIFORM_TRAFFIC CONTROL DEVICES
STANDARDS FOR SIGN COLORS, SIZES, AND REFLECTIVITY. | — 4x4 PRESSURE
L1 TREATED WOOD POST ™~/
SIGNS SHALL BE LOCATED SO THEY CANNOT BE OBSCURED BY A VEHICLE PARKED 66"
IN THE SPACE. ~J ~J VAN ACCESSIBLE SIGN TYPICAL MONOLITHIC SIDEWALK
Y "~ PER DETAIL 6 SHT C2.5 OR CURB AND SIDEWALK
ADA SIGNS SHALL BE LOCATED IMMEDIATELY ADJACENT TO THE DESIGNATED SPACE. 98" VERTICAL 2% MAX CROSS—SLOPE W/MIN 4" REVEAL ON CURB FACE
OTHER SIGNS SHALL BE MOUNTED WHERE SHOWN ON SHEET C2.0. CLEARANCE - I
B
ADA SIGNS_SHALL INDICATE THAT A PERMIT IS REQUIRED AND STATE THE PENALTY N < N
FOR VIOLATION AS ESTABLISHED IN MONTANA CODES ANNOTATED ($100) < N <y o
12:1 MAX SLOPE —— v | S=12:1 MAK SUIPE
a
< B
Q%ﬁ @éﬁ @ RAMPS CANNOT EXTEND THE FIRST SPACE SHALL BE VAN ACCESSIBLE PLUS AN ADDITIONAL VAN SPACE
INTO ACCESS AISLE PER EVERY 8 ACCESSIBLE SPACES.
%ﬁzwzw @%ﬁ @20724“ ACCESS AISLE MUST ACCESSIBLE PARKING SPACES MUST BE LOCATED ON THE SHORTEST
BE ON PASSENGER ACCESSIBLE ROUTE TO AN ACCESSIBLE ENTRANCE.
3/4” MINUS CRUSHED %m % @ (RIGHT) SIDE EOR IST VAN SPACE AN ACCESSIBLE ROUTE MUST ALWAYS BE PROVIDED FROM THE ACCESSIBLE
BASE (TYP) ) ON OPPOSITE OF ACCESS AISLE PARKING SPACE TO THE ACCESSIBLE ENTRANCE.
16" WITH AN ACCESSIBLE ROUTE NEVER HAS CURBS OR STAIRS, MUST BE AT LEAST 5'
OVERHANG WIDE AND BE CONSTRUCTED OF A A STABLE, NON SLIP MATERIAL, PREFERABLY
R7-8 CONCRETE OR ASPHALT AND MEET ALL ADA STANDARDS FOR SLOPES.
FOR VAN SPACES
MAX 50:1 (2%) ALL
mS|GNAGE DETAILS DIRECTIONS. Wi THIN BID-SET
ACCESS AISLE
\c2.5/ NO SCALE NOT FOR

TYPICAL VAN—ACCESSIBLE PARKING

SPACE ADJACENT TO SIDEWALK
SELECT CRUSHED BASE

COMPACTED TO 95%
PROCTOR DENSITY

L

SUBGRADE COMPACTED
TO 95% PROCTOR
DENSITY

=

& ‘ PAN SUR
¥
a » a a
IS { ‘: I 1N v
v
=== q
:m/\\/ﬁ/\/:/w: L4” THICKNESS OF 67 MIN. N
3/4" MINUS CRUSHED AT
BASE COURSE (TYP.) )
v
S
i //:/l//\F B
. =TT 3/4" MINUS CRUSHED
CURB & WALK NOTES: T BASE COURSE (TYP.)
1. CONTRACTION JOINTS AT A 5 FOOT SPACING. 8

e & ——

CONSTRUCTION

(8 ACCESSIBLE PARKING SPACES

@ NO SCALE 7 s

JONATHAN L.
GASS

B LSO SONTE OF ST UATERAL S BE ELICED BT DETAILS
BREAKS, CURB TURNS AT CORNERS AND FOUR FEET EACH SIDE OF -
v S AU
3. SIDEWALKS DESIGNED WITH 1.0% SLOPE. MAXIMUM SLOPE MUST ’ v FILE PATH
BE LESS THAN 27. A W: \PROJECTS\150716\CAD DATA\DESIGN
4. MONO-SIDEWALK TO BE INSTALLED IN ALL AREAS WHERE LAYOUT:  G2.5
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TOPSOIL, SEED, AND FERTILIZE
SLOPES AND ALL DISTURBED
AREAS SURROUNDING THE TRAIL

NEW FIRE PIT

48 8” DIAMETER X 24"
DEEP CAST IN PLACE
SR CONCRETE FOUNDATIONS
EXISTING
GROUND
SET REBAR 1/4”
RS BELOW TOP SURFACE OF
6" OF MPWSS 3/4" MINUS axd
Cgmgé&gg CRUSHED BASE COURSE
COMPACTED 4x4 BROWN PRESSURE— .
TREATED LUMBER 3/8" PEA GRAVEL
/ 1\GRAVEL TRAIL DETAIL
@ NO SCALE 3/4" MINUS CRUSHED NEW FIRE PIT
BASE COURSE
=
ANCHOR PINS PROVIDED WITH
FIRE PIT
PSR N> RPN
w 2 Rz ¥
FR IR TSR
24° LONG #4 REBAR NOTES: 8" DIAMETER x 24"
AT 187 ON CENTER 1. FIRE RING INSTALLATION SHALL BE / DEEP CAST IN PLACE
- CONCRETE FOUNDATION
IN ACCORDANCE WITH MANUFACTURERS (TYP OF 2 PER FIRE PIT)
RECOMMENDATIONS.
2. FIRE RINGS TO BE PROVIDED BY OWNER
TOPSOIL, SEED, AND FERTILIZE B
SLOPES AND ALL DISTURBED
AREAS SURROUNDING THE TRAIL
SECTION A SECTION o .
= = 20.0 .
— - < - yE — <
& a a . a.
EXISTING S
GROUND / 2\FIRE RING DETAIL L : ety e
a < -4
NO SCALE < “ s N . .
HIGH POINT, SET GRADE 0.10° ABOVE LA 6l a
ADJACENT CORNERS. . FIONIC TABLE TO B D e
REMOVE ORGANICS. N BE PROVIDED BY- . oo “a
COMPACT NATURAL 5.0' B “OWNER 4 . “ PR i e
SURFACE, WITH LARGE w . . Y 4 . . “ .
ROCKS (4" OR 3 ’ < [ B )
GREATER) REMOVED @ ] . . R
AND GRADED SMOOTH = LI f
TYPICAL TRAIL CROSS SECTION CONNECT cOmNERS W (2) 3 SROWN PRESSURE TREATED. 4x4 - . s
B0t GouNTERsINe = EDGING, SECURE WITH 24" LONG #4 FIRERING. O BE- 49 50—
: REBAR AT 18" ON CENTER. NO SALVAGED. AND REUSED .
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FROM TRAIL AT LOW POINT OF ROLLING DRAINAGE DIPS. AND ENGINEER PRIOR TO PLACEMENT
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INSTALL ROLLING DRAINAGE DIP EVERY 300 FEET MIN. w BID-SET
OR WERE DRAINAGE WL NATURALLY OCCUR. g NOT FOR /\TYPICAL PICNIC TABLE & FIRE RING LAYOUT DETAIL
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METAL RIDGE CAP
ROOF ASSEMBLY
METAL ROOFING MATERIAL —30 LB. FELT
—5/8" ROOF SHEATING SPAN RATED OSB.
“MANUFACTURED ROOF TRUSSES @ 24"
0.C. DESIGN BY MANUFACTURER.
MAINTENANCE SHED PROVIDE 1” SPACE FOR
AIR VENTING, USE EXTERIOR WALL ASSEMBLY
3 S CARDBOARD BAFFLE —8" HARDI LAP SIDING,
HARDI SHINGLE GABLE ENDS
TYPICAL FASCIA ASSEMBLY/T ¥ ~7/16" OSB WALL SHEATHING.
VENTED SOFFIT —2X6 STUDS @ 16" 0.C. —6 MIL.
. POLYETHYLENE VAPOR RETARDER.
16" FIRE RATED EAVE
NOTES AL SDES —PLYWOOD SHEATHING PAINTED WHITE
EXTERIOR FRAMING — 276"
N2 N N N N N2 N N N N
HEADERS: 2 — 2"X10"
FLOOR ASSEMBLY # | [NOTE: ALL BOTTOM PLATES TO BE P.T.
4" CONCRETE SLAB
L I I L BUILDING SECTION
10'x8" INSULATED N0 SCALE
STEEL GARAGE DOOR
17 — 3 3 — \Q@\
20°
SCALE: 1/4" = 1
/‘\/ 20’ /‘V
N N
A 1 PROPOSED PLAN NOTES:
| | 1. CONTRACTOR TO SUBMIT FINAL PROPOSED
| | BUILDING PLANS COMPLETE WITH FLOOR
PLAN, ELEVATIONS, FRAMING DETAILS AND
PLYWOSBNSTHEEAW\NT(E} } } ISOMETRIC VIEW INCLUDING ELECTRICAL
\ | ‘ PLANS
\ \
. 2. CONTRACTOR TO SUBMIT PROPOSED
5/8” DIA ANCHOR BOLT [ [ MATERIALS AND COLOR SELECTIONS FOR
@ 48" 0.C. W/ 1/4"x3 | MAINTENANCE SHED | REVIEW AND APPROVAL.
SQ. PL WASHER | |
4" CONCRETE SLAB 1/ - \ \ o 3. CONTRACTOR TO COMPLY WITH ALL
. L S \ \ S NATIONAL AND LOCAL BUILDING CODES
P Ay 918 oe | f## HORIZONTAL REBAR i AND SECURE ALL PERMITS NECESSARY
= | ol FOR CONSTRUCTION.
. \ \
4. COLORS SPECIFIED BY OWNER.
} #4 VERTICALS } . BID-SET
5. REFER TO ELECTRICAL PLANS FOR ALL
- } LAP 40 DIAMETERS OR 20 \ WIRING, LIGHTING AND FIXTURE DETAILS NOT FOR
: AND LOCATIONS.
| Reinforcement | CONSTRUCTION
} Bar Detail ‘ —
S J N.I's/v,q"'u
Y N . I I I I BN § / 8”4 "5—4
4" THICKNESS 10'x8’ INSULATED i v
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NOTES:

ROOFING — STEEL
SIDING — HARDIE BOARD
CEILING HEIGHT = 10

BUILDING HEIGHT = 17.8’
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WEST ELEVATION SOUTH ELEVATION EAST ELEVATION NORTH ELEVATION
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PROPOSED PLAN NOTES: . Il

1. CABIN TO BE A MONTANA SHED CENTER L e
©

DEARBORN CABIN BUILT TO THE
DIMENSIONS SHOWN WITHOUT THE LOFT
OPTION, OR APPROVED EQUIVALENT. | “

2. CONTRACTOR TO SUBMIT FINAL PROPOSED H
BUILDING PLANS COMPLETE WITH FLOOR JL

PLAN, ELEVATIONS, FRAMING DETAILS AND
ISOMETRIC VIEW INCLUDING ELECTRICAL
PLANS

3. CABIN TO BE SET ON CONCRETE PIERS T
AT LOCATIONS SPECIFIED BY THE CABIN ‘
MANUFACTURER. PIERS TO EXTEND ‘
BELOW FROST LINE AND HAVE A % ‘
CRAWLSPACE WITH A MINIMUM OF 18" | H
SEPARATION BETWEEN GROUND AND
FINISHED FLOOR. CONTRACTOR TO
PROVIDE EVIDENCE THAT CONCRETE PIERS
MEET ALL BUILDING CODES AND

STRUCTURAL REQUIREMENTS PRIOR TO s M Jﬁ ) . ) Lo H

CONSTRUCTION. 1-8" A 3'—-10 3 4—-6" —
4. CONTRACTOR TO COMPLY WITH ALL 16’

NATIONAL AND LOCAL BUILDING CODES J BUILDING SECTION

AND SECURE ALL PERMITS NECESSARY L NO SCALE L
FOR CONSTRUCTION.

FRAMING DETAIL

SCALE: 1/4" = 1’

A MINIMUM OF R—19 (CONSTRUCTION TO ALLOW FOR

FUTURE MOVING OF BUILDING. ANY
18" (MINIMUM) BETWEEN ALTERATIONS SHALL BE
FINISHED FLOOR AND GROUND RESPONSIBILITY OF BUILDER.)
N2

.‘r—_ FLOOR TO BE INSULATED TO 6x8 PRESSURE TREATED SILL

N2 N2 N Ny

CONCRETE PIERS (TYP). INSTALL
BELOW FROST LINE.

N
N
N
N
z
z

BID-SET
L L L L L L L L L L NOT FOR
CONSTRUCTION
NORTH ELEVATION WEST ELEVATION SOUTH ELEVATION EAST ELEVATION
SCALE: 1/4’y =1 SCALE: W/4" =1 SCALE: W/4” =1 SCALE: W/4" =1

SCHEMATIC CABIN PLAN & ELEVATIONS
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